Notes

Please read this user manual carefully to ensure that you can use the device correctly and
safely.

There may be several technically incorrect places or printing errors in this manual. The
updates will be added into the neersion of this manual. The contents of this manual are

subject to change without notice.

This device should be operated only from the type of power source indicated on the marking
label. The voltage of the power must be verified before using the sarmily Kémove the
cables from the power source if the device is not to be used for a long period of time.

Do not install this device near any heat sources such as radiators, heat registers, stoves or
other devices that produce heat.

Do not install this devie near water. Clean only with a dry cloth.

Do not block any ventilation openings agisure proper ventilation around the machine.

Do not power off the devicat normal recording condition.

This machine is for indoor use only. Do not expose the machiraéniror moist environment.

In case any solid or I|iquid get inside the
and get it checked by a qualified technician.

Do not try to repair the devidgy yourself wihout technical aid or approval.

When tis product is in use, the relevant contents of Microsoft, Apple and Google will be
involved in. The pictures and screenshots in this manual are only used to explain the usage
our product. The ownerships of trademarks, logos and other intellectuakrtepelated to
Microsoft, Apple and Google shall belong to the abmentioned companies.

This manual is suitable for many models. All examples and pictures used in the manual ar
from one of the models for reference purpose.
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1 Introduction

1.1 Features
E Live Surveillance

SupportVGA/HDMI output

SupportAHD video input theadjacenbdd and even channels (such as Channel 1 and
Channel 2, Channel 3 and Channettt,) must be connected to the same video solv¢B1
or AHD signalmay be optional)
Support channel security by hiding live display
Display the local record state and basic information
Support USB to make full control

E Compression Format

Standard H.264 compssion with low bit rate and better image quality
E Storage

Support to install the SATA HDD with high capacity (up to 3 TB)

E Backup

Support USB 2.0 devices to backup
Support saving recorded files with AVI standard format to a remote computer through
internet

E Record and Playback

Record modes: Manual, SchedateMotion detection recording
Support recycle after HDD full

Resolution, frame rate anpicture quality are adjustable

Support remote playback in Network Client through LAN or internet

E Security

Customize ger right: log search, system setup, two way audio, file management, disk
management, remote login, live view, manual record, and playback
Support event log recording and checking, events unlimited

E Network

Support TCP/IP, DHCP, PPPoE, DDNS protocol

SupportlE browser to do remote view

Support NAT Accesand QRCODEScanning

Support dual stream. Network stream is adjustable independently to fitttharke
bandwidth and environment

Support picture snap and color adjustment in remote live

Support remote timena event search, and channel playback

Support remote full menu setup

Support mobile surveillance by phones with iPhone & Android OS

Support CMS/NVMS to manage multi devices on internet

1
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1.2 Front Panel Descriptions

The following descriptions are for referenadyo

Type I:
Name Descriptions

REC When recordingthe ligh is blue

Net When acces® network , the light is blue

Power Power indicator, whenonnection , the light is blue

Fn Switch theresolution of the V@&/HDMI output

Type Il:
Name Descriptions

Power Power Indicator, when connected, the lighbiue
HDD The light turrs blue when reading/writing HDD
Net The light turns blue whet is able to access the network
Backup The light turns blusvhen backing up files and data
Play The light turns blue when playing video
REC Power Indicator, wbn connected, the light is blue
AUDIO /+ 1. Adjust audio 2. Increase the value in setup
P.T.Z /- 1. Enter PTZ mode 2. Decrease the value in setup
MENU Enter Menu in live
INFO Check the indrmation of the device
BACKUP Enter backup mode in live
SEARCH Enter search mode in live
Exit Exit the current interface

Manually record

Play/Pause

Rewind key

o

Fast forward

1-9 Input digital number and select camera
0/-- Input number Othe number above 10
Direction Key Change direction

Multi-Screen Switch | Change the screen mode

Enter Confirm selection

To connect external USB device like USB mouse or U
flash

USB
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1.3 Rear Panel Descriptions
Here we only take a part of real panels fxample to introduce their interfaces and
connections. Thinterfaces and locations of the interfaces are only for refereriRlease take
thereal object as the standardihe adjacentodd and even channetsust be connected to the
same video source

A

=

L

AUDIO

AHD VIDEO IN
— -

. IE@@@O@@

3 4

2
@
£
@
&
®

‘©©:

Jo B

of
o

=1

DC12v  USB HDMI

&&L& o

=

o

R

No. Name Descriptions

1 AHD VIDEO IN | 4CHAHD Video Inputs

2 AUDIO IN Audio input; connect to audio input device, like mjghone, pickup, etc
3 DC12V DC12V power input

4 USB Connect USB storage device or USB mouse

5 LAN Network port

6 HDMI Connect tdhigh definition display device

7 VGA Connect to monitor

8 AUDIO OUT Audio output; connect to sound box

9 RS485 Connect to keyboard or speed dome. Ais TB4s TX-

—
—Oo <

®
[ AHDVIDEOIN @

2 00000000 =2
' OOOOOOOE = cmmom [ | -

10 12 14 16 USB DC12v
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No. Name Descriptions

1 AUDIO IN Audio input; connect to audio input device giknicdophone, pickup, etc
2 AHD VIDEO IN | 16CHAHD Video Inputs

3 AUDIO OUT Audio output; connect to sound box

4 RS485 Connect to keyboard or speed dome. A is TB4s TX-

4 HDMI Connect to high definition display device

5 VGA Connect to monitor

6 LAN Network port

8 USB Connect USB storage device or USB mouse

9 DC12V DC12V power input

= H
3

No. Name Descriptions
1 AUDIO IN Audio input; connect to audio input device, like microphone, pickup, €
2 AHD VIDEO IN 16CH AHD Video Inputs
3 AUDIO OUT Audio output; connect to sound box
4 GND Grounding
5 RS485 Connect to keyboardr speed domé is TX+; B is TX
6 ALARM OUT Relay output; connect to external alarm
7 ALARM IN Alarm inputs for connecting sensors
8 HDMI Connect to high definition displayesice
9 VGA Connect to monitor
10 LAN Network port
11 USB Connect USB storage device or USB mouse
12 DC12V DC12V power input

1.4 Connections

, Video Connections

Video Input: The interfaces of video inputs are BNC interfaces. The input sigPELISITSC
(L.OVpP, 75q)

Video Output: Supports VGA/HDMI video output. You can connect to monitor through these
video output interfaces simultaneouslyirdependently.
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Audio Connections
Audio Input: Connect tonicrophonepickup, etc.
Audio Output: Connect to headpie, sound box or other audio output devices.

Alarm Connections
Some models may support this functidiake 16CH alarm inputs and 1 CH alarm output for

example.
ALARM IN
1
1 3 5 7 9 11 13 15

Alarm Input:

Alarm IN 1~16 are 16 CH alarm input interfaces. There are no type requisefoesensors.
NO type and NC type are both available.

The way to connect sensor and the device is as shown below:

ATARM IN GND Signal Cable GND

DVR Alarm Input Device

The alarm input is an open/claseelay. If the input is not an open/closed relay, please refer to
the following connection diagram:

Alarm _
ALM (+)

(V-output) | aLm(-)

Relay

Switching

\ alue Input

Alarm Output:

The way to connect alarm output des:

Pull out the green terminal blocks and loosen the screws in the alarm out port. Then insert tf
signal wires of the alarm output devices into the port of NO and COM separately. Finally,

5
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tighten the scwes. Provided that the external alarm output devices need power supply, you
can connect the power supply as per the following figures.

NO ouT
9

DVR
Dc DVR Relay
oM GND

, PTZ Connection
There are two types of RS485 interfaces:

RS485
PIZ K/B —
Lo [0
TLT
immE RS485
€ Type & € Type Z

Type I The P/Z interfaces are used to connect speed dome. K/B interfaces are used to conn
keyboard.

Type 2:The RS485 interfaces are not only used to connect speed dome but also to conne
keyboard

The way to connedpeed domé theAHD Hybrid DVR:

Type 1: Disconnect pluggable block from the-B&¥5 terminal block and then loosen the fixed
screws from the pluggable block, insert signal cables into Y and Z port separately (Y is TX+;
Z is TX-) and tghten the fixed screws. Next, connect pluggable block back into terminal block.
Finally, connect the video cable of the speed dome to the video input interface Aiflithe
Hybrid DVR.

Type 2: Disconnect pluggable block from the-B¥5 terminal block and én loosen the fixed
screws from the pluggable block, insert signal cables into A and B port separately (A is TX+;
B is TX-) and tighten the fixed screwBlext, connect pluggable block back into terminal
block. Finally, connect the video cable of the speedne to the video input interface of the
AHD Hybrid DVR.
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2 Basic Operation
2.1 Startup and Shutdown

Please make sure all the connections are done properly before you power on the unit. Proper
startup and shutdown aceucialto expending the life of youredice.

2.1.1 Startup

Connect with the power.

The device will boot and the power LED would turn blue.

A WIZARD window will pop up and show some information about time zone, time
setup, network configuration, record configuration and disk management. You cgn set
here and refer to the concrete setup st
want to setup Wizard, please click Exit button to exit.

<<

Note: Press and hold ESEXxit/FN key to switch theesolution of the VGA/HDMI
output

2.1.2 Shutdown
You can pwer off the device by using remote controller, keybaanshouse.

By remote controller:

W  Press Power button. This will take you to a Shut down window. The unit will power off
after a while by clicking OK button.

Y  Disconnect the power.

By keyboard and mouse:

W Click Main Menwj Shutdownto pop up the Shdown window.The unit will power off
after a while by clicking OK button.

Disconnect the power.

<

2.2 Remote Controller

It uses two AAA size batteries.

Open the battery cover of the remote controller.
Place batterie®lease take care the polarity (+ ahd
Replace the battery cover.

<R < S

Key points to check in case the remote do
1. Check batteries polarity.

2. Check the remaining charge in the batteries.

3. Check IR controller sensor for any masking.

4. Checkhe ID of the remote with respect to thelD Hybrid DVR.

If it still doesr@ work, please change a new remote controller to try, or contact your dealers.

7
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There are two kinds of remote controllEne interface of remote controller is shoasmbelow.

[« X s X o
@00
OO D
Ooo

J\urllo QP oT

0@0

IRIS+
Focus Zoom
|R|S
OO0

Button

Function

Power Button

Switch off® to stopthe device

Record Button

To start recording

-/-- /0-9 Input number or choose camera
Fnl Button Unavailable temporarily
Multi Button To choose multi screen display mode

Next Button

To switch the live image

SEQ To enter into auto dwell mode
Audio To enable audio output in live mode
Switch To switch the video output

Direction button

To move cursor in setup or pan/title PTZ

Enter Button

To confirm the choice or setup

Menu Button

To goto menu

Exit Button

To exit the current interface

Focus/IRIS/Zoom/PTZ

To control PTZ camera

Preset Button

To enter into preset setting in PTZ mode

Cruise Button

To goto cruise setting in PTZ mode

Track Button

To goto track setting in PTZ mode

Wiper Button

To enable vper function in PTZ mode

Light Button

To enable light function in PTZ mode

Clear Button

To return to the previous interface

Fn2 Button Unavailable temporarily
Info Button Get information abouhe device.
ATvvwY To control playback.PidPause/Stop/ Previoy|

Section/ Next Section/Backward/ Forward

Snap Button

To take shapshots manually

Search Button

To goto search mode

Cut Button

To set the start/end time for backup

Backup Button

To goto backup mode

Zoom Button

To zoom in the imges

PIP Button

To goto picture in picture setting mode

® * you shall press P.Z button to enter PTZ setting mode, choose a channel and press P.T.Z buttor

to hide the P.T.Z control panel. Then you can press preset, cruise, track, wiper or light button to

the relevant function.
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Button Function
REC Record manually
Search To enter search mode
MEUN To enter menu
Exit To exit the current interface
ENTER To confirm the choice or setup
Direction button | To move @rsor in setup
ZOOM To zoom in
PIP To set picture in picture
[ e =S To control playback. Play/Pause/ Stop/ Previous
H 44 44 Section/Next SectioBackward/Forward
Multi To choose multi screen display mode
Next To switch betweesingle picture and picture group
SEQ To goto auto dwell mode

INFO Get information abouthe devicdike firmware version,
HDD information

Entering password by remote controller

If you want to entefil2345® by IR remote controlleryou shall followthe following steps.

W  Move the cursor to password box and then pfiEsgeid button on the remote controller
to pop up a littlesoft keyboard.

<

Move the cursor tgiEnted button on the littlesoft keyboard and then preg&nted
button on the remote controller.

<>

Controlling M ulti ple Devicesby remote controller

The default device ID of theHD Hybrid DVRi s O . I'téds not necessa
when a remote is to be used to control a sidgkdce However when controlling multiple

devices with multiple remote controllers, you would need to configure the device ID, please
refer to bebw steps:

W Activate remote controller to control thaéevice Turn the IR sensor of the remote
controller towards the IR receiver on the front panel, press theerukey 8 twice on the

9
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remote,input device ID of theAHD Hybrid DVR to be controlled (Rangedm: 0-65535;

the default device ID is 0) andpress ENTER to confirm.

You can check the device ID of AHD Hybrid DVR from Setup\ Basich System

interface You can also set multipldevices with the same device Jowever this can
cause interference if thievices are kept close to each other.

=<

2.3 Using a Mouse
During live:
W Doubleclick on any camera window to see the full screen. Dedlid& again to return to

the previous screen.
Y Right click to reveal the control menu on the screen. Right click agaidéctié menu.

In Configuration:

W Click to enter a particular option. Right click to cancel the option or return to the previous
menu.

Y In order to input a value in a particular screen, move cursor to the input box and click.

¥ It supports mouse drag. Takettd® up motion detection area for example: Click
customized, hold down the left button and drag to set motion detection area.

In Playback:

Click to choose the options. Right click to return to live mode.

In Backup:
Click to choose the options. Rightal to return to previous picture.

® * Mouse is the efault tool for all operations unless an exception as indicated

2.4 Using the Soft Keyboard

) |Backspace

1~0x Digital number.

Enter: ®nfirm to enter.
Backspace: Blete theprevious letter.

10
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Shift: Switch between lower case amgpercase.
ESC: Exit.

2.5 Common Buttons
Default x Restore the stihgs to the factory default setting.
Apply X Apply and save the settings.
Copy x Copy button. Click this button to copy the settings of one channel to other channels
quickly.

11
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3 Wizard Setup

The wizard will start once the device has loaded,civhivill guide you through some

important settings of your device. You clollow its instructions to set. However, you can
skip this wizard by clickingiExito button and then go to the setup interface to do detailed

setup. To set up the wizard, follow tseps as below:
W Set device name, language, data format, time format, time zone, system dafbgeetc

click fiNexto button to continue.

WIZARD

Device Name

Language

Date Format
Time Format
Time Zone

System Date
System Time

Startup Wizard

Y Set networkPlease set the network according to the actual network situation. Then click

fiNexto button to continue.

WIZARD

HTTP Port

Server Port

Obtain an IP address automatically
IP Address

Subnet Mask

Gateway

Preferred DNS Server

Alternate DNS Server

English
MM-DD-YY.
24 Hour

M
08 /28 f 2014 3
17 : 37 ¢

6036

)

192. 168. 001. 100
[222- 255 25 000]

192. 168. 011. 001

192.168. 001. 001
000. 000. 000. 000

™ Prev Next [ Exit

y Set the disk managemenou can format the HDDs and set thpioperties Then click

fiNexto button to continue.

12
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WIZARD

D [ Type Size[GB] |Free[GB] Status |Properties Source

SATA | 250 200 Normal ||Read & Wii Local

[Refresh | [ Format

Prev Next [ Exit

Y Click fiNext button to complete the wizard setup.

13
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4 Live View

4.1 Login

You can login or log off theAHD Hybrid DVR system. Once loggeoff the user cannot do
any other operation except changing the rsdtieen display.

User Name

Password

Login ! [Cancel

The default username fimsdmind and the default passwordfi$2345@.
Please input the default username and password for the first time to log in.

4.2 Live View
Symbd Meaning Symbol Meaning
Green Manual record Red Sensor Alarm record
Yellow Motion detection record Blue Schedule record

Click right mouse or press ESC button on the front panel and then the control bar will displa)
at the bottom of the screen.

14
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Screen Display Mode Dwell E-Zoom PTZ Record Move

|t H o 2R s S I o I

Main Menu Color  Audio Snap  Playback

Click the B3 icon beside the screen display mode to display a channel select dialog. 6/8/1:
channels can realize single channel big screen. Images can drag to any place to display in |
live interface.

Screen Mode You can choose a screen display mtashow the live images.

Dwell: Dwell means to display live images from different cameras in a sequence. The image
may be displayed as a single channel or in a grid fashion from different cameras. Dwell mod
is enabled only when the chosen display modwisable to display all the available cameras.
Color: If this button is enabled, you can adjust the color of live pictures.

E-Zoom: Single channel large screen electronic amplification.

Audio: Enable sound.

PTZ: Click the PTZ button to control rotation gition, speed and auto scan of the PTZ.

Snap: Click this button to snap the live pictures. These pictures will automatically be saved in
the SATA disk.

Record: Click this button to start/stop recording.

Playback: Click this button to playback the recorte§.

You can click Move button and drag it anywhere with the left mouse to move the main ment
bar anywhere.

Click Main Menu button togo to main menu interface.

u Live View Setup
To set up camera hame:
W  Go toMain MenuA Setup LiveA Live interface.

LIVE
[l

Vel Main Monitor | Mask

Camera Name Show Name |Color

N i Setting

CAMERAO2 ["Setting

[ Setting

CAMERA0 ["Setting
CAMERAOS ["Setting
i Setting

Recording Status |V

v [ Setting

[Default

Y  Asdftware keyboard will pop up by clicking camera name area. Click the letters and (or)
digital numbers on the keyboard to input the name you want to display in live image.

y  Checkmark the camera name in the show name Aleghannels will show the camera
nane by checking fAAIl 0 checkbox.

Y Click AApplyodosto save the setting

15
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To set up color:
W Click fiSettingo button for

a plelwi cul ar

Channel

d

Brightness

N Hue
= —F
Saturation 140
- — [+
Contrast 100
= f *

Default

Y In this interface, you can adjust brightness, hue, saturation and contrast in like. Clic
AOKO button tso save the setting

4.3 Sequence/iew

You can viewchannel or channel group sequence

LIVE

[Live [MEMMonitor] Mask

Channel 1 'v Channel 2 v

Channel 3 '~ Channel 4 '~

Dwell Time[S] [5 =]

Default Apply

W Go toMain MenuA Setuf LiveA Main Monitor interface.
Y  Select dsplay mode and channel.
y  Select dwell time. Clic

button to set up the previous chanigebups of dwell
picture. Click I: button to set the latter channel groups of dwell picture.

Y Click AApplyd to save the setting.

Z Return to the live view interface. Right click to show the menu toolbar. Then e
Dwell button.

If there is something you do6t want to display in the |1i
given channel a maximum of three areas can be masked.

16
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4.4 Mask View

To set up mask area:
W  Go toMain MenuA Setu LiveA Mask interface.

LIVE

[Live [Main Monitor [HGER

FMask Area

1 [ Setting
[ Setting
[ Setting
[ Setting
[ Setting
f Setting
[ Setting
[ Setting

[MDefaurt

Click fiSettingg b u t t tolive image. g o

Press and depthe left mouse buttom tset mask area as shown below.
Right click to exit the mask setting interface.

Click fApplyo button to save the settiag

N < <

Set up Mask Area

To delete mask area

Click fSettirgo button in the mask interface.

Select a certain mksd area and doubleick to delete that masked area.

Then click AApplyosbutton to save the

<< S

17
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5 Add IP Cameras

This chapter mainly introduces how to connect multiple IP cameras thAdtiDtHybrid DVR.
Once you finish adding IP cameras, you can beelive images through the monitor of the

AHD Hybrid DVR.

To add IP camerasvia LAN:

W  Pleasgyo to MainMenwlal P Camer a t ab. Click nSe@mrch
the same local networKThe IPC which supports the Onyiffotocol may be added
mantally.)

| DEVICE MANAGEMENT

0/0

[Tadd [ sewp | [ Delete | MSgaren

Y GotothesearchtaB.l i ¢ k AtRreffeshéhe searched devices

ADD DEVICE

[ [Manufacturer |Product Mod |IP Address Port
HHX XXX 192.168.11.201 8008
192.1168.116.64; 8008

All

["Refresh

If the IPC is not in the same local network, you can select the device andditkp
to modify the IP address of the searched device.

Note If the network of IP camias and AHD Hybrid DVRare in LAN, their IP
address must be in the same network segment. For example: If the IP addve§s of
Hybrid DVR is 192.168.01.007, the IP address of IP camera must be
192.168.01.XXX.
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192. 168.011. 083
Subnet Mask 255. 255. 000. 000
Gateway 192. 168. 011. 001

Password

Local IP 192.168. 011.007
Local Subnet Mask 255.255. 000.000
Local Gateway 192.168. 011.001

Checkmark the searched devices and chi€kKo button toreturn to the previous
interface.Click fiApplyo button and then the added devices will be listed in the device
management interfacéiConnected status means connectirije devicesuccessfully
and you will see the live image

DEVICE MANAGEMENT

CH Device NetAddress|Manufacturer |Product Model |Status
U 19216811201 XK XXX Connected
2 192.168.11.83 XXX XXX Connected

1 (RO o

[ Add Selup ["Delete | [ Search Exit

You mayalsoselect the added device and clietum button to modify channel, IP
addres®f the device.

MODIFY DEVICE

Enable
Channel
Manufacturer
IP Address

Server Port

User Name

Password

To add IP camerasvia WAN:

W

Pleasego to MainMenua IP Camera tab.
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Y  Click fAddo button to pop up a windowas showrbelow.You need to che
box, select channelnd manufacturer andnanually input IP address,server port,
username and password of this device.

ADD DEVICE X

Enable ~

Ghannel [z = 2020 ©
Manufacturer [ |
IP Address

Server Port

User Name

Password

R [Cancel

Note If the AHD Hybrid DVRand the IP cameras you want to add ar&VAN the IP
address of the IP camera input here must be WAN IP.
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6 Record

Before recording, please format your disk first. GoMain Menw Disk Managemento
access disk managemeseatitings. In this interface, you can format your disk.

DISK MANAGEMENT

Dok Advanced

Size[GB] _|Free[GB] |Status Properties

200 Normal Read & Wi

[Refresh | [ Browse | | [ Format

Exit

6.1 Record Settings
Goto Main MenuA Setu Recordd Enableto dorecord settings.

| RECORD

Enable ‘Record Bitrate ‘Time ‘Stamp ‘Recycle Record ‘Snap

Record Audio
v

["Default

Enable record and audidhen clickfiApplyoto save the settings.
Set record stream. Go to Record Bitrate tab to set record birate as shown below.

< S

[ RECORD

[Enable [RECord Bitrate| Time |Stamp [Recycle Record [Snap
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Set up rate, resolution, quality, encode and max bit steegording to the actual situation
Then aply the settings.
Resolutiort The higher the resolution is, the clearer the image is.
FPS: The higher the frame rate is, the more fluency the viseblowever, more storage
roomwill be taken up.
Encode Including CBR and VBR. CBR means that no matter lcbangeable the video
resources are, the compression bitrate keeps constant. This will not only facilitate th
image quality better in a constant bitrate but also help to calculate the capacity of the
recording. VBR means that the compression bitrate eaadjustable according to the
change of the video resources. This will help you save much storage room.
Image Quality: When VBR is selected, you need to choose image quality. The higher the
image quality you choose, the more bitrate will be required.
Average Bitrate: When VBR is selected, you need to choose image quality.

y  Set expiration time, pralarm time and posdtlarm time.

[ RECORD

[Enable [Record Bitrate [Time| Stamp [Recycle Record [Snap
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Default

Expir ation Time: Set the expiration time for recorded video. If the set date is overdue, the
recorded files will be deleteditomatically.

Pre-alarm Time: Set the time in seconds to record before the actual recording begins.
Postalarm Time: Set the time in seconds to record afterabtial recording has finished

Y Set stamp. Go to Stamp tab. In this, tau canenable or disable treameraname and the
time stamp on the vabandchoose a position for the stamp on the screen

| RECORD

‘Enable IRecord Bitrate ‘Time Stamp’ ‘Recycle Record ‘Snap

Camera Name Time Stamp Positien
) ¥ [ Setting
["Setting

["Setting

f Setting

[Setting

["Setting

[ Setting

[ Default
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Checkmark camera name and time stamp. Gi®#ttingd button to set the position of

the stamp. You can drag the camera nantetame stamp at random positions. Refer to
belowfigures:

Before drag  After drag

7 Set recycle record. Go to Recycle Record tabthis tab, it allows taecycle the HDD

space once it is full. If enabled, the system will automatically delete the old records anc
recycle the space if it is completely utilized.

6.2 Manual Record

A menu toolbar will display by right clicking in the live view mode. Then CM button to
start recording

6.3 Schedule Recording

The systenallows defining schedule for normadcording for seven days of a week, 24 hours
of a day. Every row denotes an hourly timeline for a @4igk the grid to do relevant setup. A
highlighted area denotes selected timeline. Operate the following steps to set schedule:

W  Go toMain MenuA Setu@y Schedule interface.

| SCHEDULE

[Seheaule| Motion |Sensor

[Saturday [ ]
Apply Settings To Channel [ Copy

[Default [ Apply

Y  Select channel andick button to addx certain day schedule. cnﬂ button to
delete the selected schedule.

If you want to apply the schedule setting of a certain channel to other or all channels, you nee
to selectchannelardl i ck A Copyo button.
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6.4

You can also set week schedule by doutileking in the grilding area. This will take yowt
see a dialog box delow.

' SCHEDULE x

Week Days Apply Setiings To G

Start Time End Time:

Start Time
End Time
v X

Aaa™ [ Delete

Select a day and click AAddo buttoldto
to save.

Y  Select other ds and add schedule or copy settings from one schedule to the others
under the Apply Settings To item.

>

Motion Based Recording

Motion based recording means that the camera will be triggered to record when there is

motion event detected h€ setting stepare as follows.

W Go to Main Menw Setuy Scheduld Motion tah Choose channel to set schedule for
motion based recording. The setting steps are similar to normal schedule recording (Se
Chapter 6.3Schedule Recordinigr details).

Y Go toMain MenuA Setup AlarmA Motion interface.Enable motion alarm and set the
motion detection area (S€&hapter 9.2Motion Alarmfor details).

| moTion
Monon] Schedule

Trigger
["Setting

i Setting [ Setting
[MSetting ["Setting
i Setting [ Setting

i Setting [ Setting

i Setting [ Setting

["Defaurt

y Go to alarm handlingsetting by clickfiSetting button under Trigger Then go tofiTo
Record tab. You can alect the recording channel and cli@®Ko button to confirm the
settings.
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TRIGGER - Channel 1

o -
ol Recordl| To P.T.Z

i
Alarm

Y Set schedule for motion atar The setting steps are similar to normal schedule recording
(SeeChapter 6.3Schedule Recordinfgr details).

Note The timelines of these two schedules (schedule for motion based recording an
schedule for madin alarm) must match, otherwise you will not get the record in some
time).

6.5 Sensor Based Recording
Some models may support this function.

W Set schedule for sensor based recording. Gddm Menw Setu@ Scheduld, Sensor
Select channel and theset the schade. The settings stepsf schedule for sensor based
recording are similar to normal schedule recording (Sleapter 6.3Schedule Recording
for details).

Go to Main MenwA Setuph AlarmA Sensor to see the following figurEnable sensor

alarm and choose the sensor type.

<

SENSOR

Basicl Alarm Handling | Schedule

Enable Type.
v

f Default
y Go toAlarm Handling tab. Then clickSetting button under Trigger. An alarm trigger

box will pop up. SeleciiTo Recorad tab to choose theecording channel and clidiOKo
button to confirm the settgs.
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I TRIGGER - Channel 1

TonRecerd To P.T.Z

i
Alarm

Y Set schedule for sensor alarm. The setting steps are similar to normal schedule recordir
(SeeChapter 6.3Schedule Recordinfgr details).

Note The timelines of these two schedules (schedule for sensed becording and
schedule for sensor alarm) musatch;otherwise you will not get the record in some
time).
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7 Playback

You can playback the record by time, picture, event, file and bookmark search.

7.1 Playback

Right click the mouse in the live view modegop up the menu toolbar. Then click the little
triangle button besidu buttonto set the playback time (eg. 5 minutes). Then
buttonto play the record from the pastinutes in the live view mode.

Previous/next section:Select the previousection or the next section to plte previous
recording file or the next recording file.
FF/Rewind : Forward /rewind the record.
Pause/play : Pause/play the record.
Stop : Stop the record.
Audio : Click to enable audio. Click again to disable audi
Frame : Click fiPausé button in single channélisplaymode and then click this button top
play the record frame by frame.
Screen mode : Click this button to choose the screen display mode.
Cut : After you choose the playback time, clidButd to strt clipping the record and click
againto complete the clipping.
Backup : Insert storage device into the device and then click this button here to see the
clipped record files in a boXhenclick AStard to back up the record files into the storage
27



















































http://192.168.11.61/
http://192.168.0.61:82/






http://www.autonat.com/






http://www.dvrdydns.com/
http://www.dvrdydns.com/
http://www.dyndns/
























http://www.autonat.com/
http://www.autonat.com/



http://www.meibu.com/
http://www.dyndns.com/
http://www.no-ip.com/






http://192.168.1.100:81/














































	DVR User Manual
	1 Introduction 
	1.1 Features 
	1.2 Front Panel Descriptions 
	1.3 Rear Panel Descriptions 
	1.4 Connections 
	2  Basic Operation 
	2.1 Startup and Shutdown 
	2.1.1 Startup 
	2.1.2 Shutdown 
	2.2 Remote Controller 
	2.3 Using a Mouse 
	2.4 Using the Soft Keyboard 
	2.5 Common Buttons 
	3 Wizard Setup 
	4 Live View 
	4.1 Login  
	4.2 Live View 
	4.3 Sequence View 
	4.4 Mask View 
	5 Add IP Cameras 
	6 Record 
	6.1 Record Settings 
	6.2 Manual Record 
	6.3 Schedule Recording 
	6.4 Motion Based Recording 
	6.5 Sensor Based Recording 
	7 Playback 
	7.1 Playback 
	7.2 Playback by Time Search 
	7.3 Playback by Event Search 
	7.4 Playback by File Search 
	7.5 Snap Setting and Playback by Picture
	7.5.1 Snap Settings 
	7.5.2 Playback by Picture Search 
	8 Backup 
	8.1 Backup 
	8.2 Clip Backup 
	9 Alarm 
	9.1 Sensor Alarm  
	9.2 Motion Alarm 
	9.3 Video Loss Alarm 
	9.4 Other Alarm 
	9.5 Alarm Out 
	9.6 Manual Alarm 
	10  P.T.Z 
	11  Network Settings 
	11.1 Network  
	11.2 Sub Stream 
	11.3 Email 
	11.4 Server 
	11.5 NAT 
	11.6 Other Settings 
	12  Other Settings 
	12.1 Basic Configuration 
	12.1.1 System 
	12.1.2 Time & Date 
	12.1.3 DST 
	12.2 Advanced Settings 
	12.2.1 Reset 
	12.2.2 Import/Export 
	12.2.3 Block/Allow List 
	13  Device Management  
	13.1 User Management 
	13.1.1 Add, Delete & Modify User 
	13.1.2 Online Users 
	13.1.3 Logoff 
	13.2 Disk Management 
	13.3 View Information 
	13.4 Shutdown 
	13.5 Upgrade 
	14  Remote Surveillance 
	14.1 IE Remote Surveillance by NAT 
	14.1.1 NAT Settings 
	14.1.2 NAT Access 
	14.2 IE Remote Surveillance via LAN & WA
	14.2.1 LAN 
	14.2.2 WAN 
	14.3 Remote Surveillance through Apple P
	14.3.1 LAN 
	14.3.2 WAN 
	14.4 Remote Live View 
	14.5 Remote Playback & Backup 
	14.6 Remote System Configuration 
	14.7 Tools 
	14.8 Remote Management 
	Appendix A  FAQ 
	Appendix B  Calculate Recording Capacity
	Appendix C  Compatible Devices 
	Appendix D  DVD Writer Installation 


